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Claims 


1 . A trunking section comprising: 

at laast one side, the or each side adapted to define a first 
channel for receiving electrical cables and adapted to recel 
at least one lid, thereby defining a first volun,., at least too 
opposing edge portions of the side, or or ac least ^ ~ 

sides, being shaped so as to form at least two second channels, 
and a respective further portion of said side and/or a respective 
portion of at least one lid being adapted to close each second 
channel and thereby define at least two second volumes. 

2. A trunking section according, to olaim 1, wherein said first 
channel is an elongate channel - 

3 A trunking section according to either claim 1 or 

. wherein said second channel extends along the whole length of the 
respective side. 

4. A trunking section according to any one of the preceding 
claims, wherein said second channels are within said first 

volume . 

5 A trunking section according to any one of the preceding 

claims, wherein at least a portion of at least one of said aides 
is substantially planar and in use substantially vertical., an 
said second channel is defined by a first channel side ei-rendmg 
substantiallv perpendicularly to said portion, a second, channe. 
sSde extending substantially parallel to. said side portion, ana 
s third channel side extending substantially parallel .o said 

first channel side. 

6. A trunking section according to claim 5. further comprising 
a fourth channel side substantially parallel to said seco.o 



•25. Feb. 2005 II :28 


No.saui K. u/m 


wo 2004/023618 


PCT/GB2003/00372R 

( 


- 10 - 

channel side, said first, second, third and fourth channel sides 
thereby defining said second volume. 

7. A trunking section according to any one of the preceding 
claims, wherein said second volumes are adapted to receive Ixd 
retaining means therein. 

8. A trunking section according to claim 1 . wherein a portion 
of said side is provided with a threaded hole and adapted to 
receive lid retaining means in the form of a screw. 

9. A trunking section substantially as hereinbefore described 
with reference to Figures 4 to 9 of the accompanying drawings. 

10. A coupling for joining a first trunking section having at 
least one respective lid to a second trunking section having at 
least one respective lid, the coupling comprising;- 


a plurality of surfaces adapted to engage internal surfaces of 
first and second trunking sections and internal surfaces of 
respective lids; 


retaining means fox retaining 
sections and respective lids in 


the first and second trunking 
engageiTient with said suiisces/ 


and 


a sealing coating adapted to substantially seal the 
surfaces of said trunking sections and respective lids 

surfaces . 


internal 
and said 


11. A coupling according to claim 10, wherein said retaining 
means are holes in said coupling, which are adapted uo engage 
with screws or bolt extending through respective holes in sard 
trunking sections and said lids and into said holes m said 
couplings . 
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12. ■ A coupling according to claim 11, wherein said h'oles in 
said coupling are threaded. 

13 . A coupling according to any one of claims 10 to 12, wherein 
said coating is neoprene. 

14 . A coupling according to any one of claims 10 to 13, wherein 
said coating is applied by a dipping process. 

15 . A coupling for joining a first trunking section having at 
least one respective lid to a second trunking section having at 
least one respective lid substantially as hereinbefore described 
with reference to Figure 9 of the accompanying drawings. 



